
315W 15.72 %
Module efficiency

Guaranteed Power Performance
Additional value from SPOLAR Solar ’s linear warranty

1

84.8%

90%

98%
100%

12 25 years

Fashionable aesthetics photovoltaic technology 
combines perfectly with architecture.

Less than 20% reflectivity with minimum glare.

Color BIPV

Anti-reflection
Anti-

Reflection

Good performance of Anti-PID & Salt mist certified by 2 
PfG 2387/01.18 and IEC61701.

Anti-PID
Salt mist6

Environmental Durability 

Advanced glass and cell surface texture designs ensure 
excellent performance in low light environment.

Low Light Resilience

Certified to withstand: wind load (2400 Pa), snow load 
and hail strike(5400 Pa) .

Good Mechanical Load

12
years

Product warranty

25
years

Linear power
warranty

Packaging Configuration
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No. of Cells

Dimensions

Weight

Glass 

Frame

Junction Box

Output Cables
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Mechanical Characteristics

Module Type

Maximum Power - Pmax (W)
Maximum Power Voltage - Vmp (V)
Maximum Power Current - Imp (A)
Open-circuit Voltage - Voc (V)
Short-circuit Current - Isc (A)

Electrical Characteristics at Standard Test Conditions (STC)

Module Type
Maximum Power - Pmax (W)
Maximum Power Voltage - Vmp (V)
Maximum Power Current - Imp (A)
Open-circuit Voltage - Voc (V)
Short-circuit Current - Isc (A)
Module Efficiency STC (%)
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Power Tolerance

Operating Temperature (℃)

Maximum Series Fuse Rating

Nominal Operating Cell Temperature

Temperature Coefficients of Pmax

Temperature Coefficients of Voc

Temperature Coefficients of Isc

Temperature & Maximum Ratings

SPV315-PM10-108

Electrical Characteristics at Normal Operating Cell Temperature (NOCT)
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Tolerance of Rating Pmax /Voc/ lsc[%]:  ±5/ ±4/ ±4

Maximum Sys       Voltagetem
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Made in China SPV202404AVersion：

Safety Class � �� � � �� �


